Example of En to Ru translation: Filling-Capping Machine Operation Manual

Neck handling system is adopted via transmission star-wheels, easy to change over
to another bottle format and save production cost for users.

Material used on this machine is strictly selected: high-quality 316L stainless steel
for product contacting parts, excellent 304 stainless steel for bottle contacting parts
and machine exterior surfaces, all others are manufactured with non-toxic and
durable series materials. Critical elements relating to electrical and pneumatic
systems are imported from worldly-known enterprises. What’s more, the entire
working process is controlled by PLC programmes, enabling a low malfunction rate
but high reliability.

Cucrema 3axBara ropJbIlIKa, peaJu30BaHHAsl C TOMOIIBIO 3BE€3/14aTOl epenadu,
KOTOPYIO JIETKO TEpPEeKIIOYUTh Ha APYrod Gopmar OyThUIKHU, YMEHBIIUT H3IEPKKH
IIPOU3BOJICTBA HAILMX MOTPEOUTEIIEH.

Marepuanbl, MCIONb30BAHHBIE B MPOM3BOJCTBE MAIMHBI, MPOXOJIAT CTPOIrHH
OoTOOp: BBICOKOKAUECTBEHHAs HepxkaBeromas crtainb 3161 1 31eMeHTOB,
KOHTaKTUPYIOIIHNX C IPOAYKTOM, OTJIMYHAs HepxkaBerouas craib 304 s 371€MEHTOB,
KOHTaKTUPYIOIUX ¢ OyTHUIKOM M BHEIIHUX [MOBEPXHOCTEW MalllMHbI, HETOKCUYHbIE U
M3HOCOCTOMKHE MaTepHalibl, W3 KOTOPBIX M3TOTOBJIEHBl MPOYHUE DIEMEHTBHI.
Kputnueckn BaKHBIE DIIEMEHTBHI DJJIEKTPUYECKOM M ITHEBMATHYECKOM CHCTEM,
BBIIYCKa€Mbl€ BCEMHPHO-U3BECTHBIMU KOMITAHUSMH, UMIOPTUpYIOTCS. bonee Toro,
BeCh pabouuii mporecc koHTpoimpyercsi nporpammamu [1JIK, uto obecneunBaer
HU3KYI0 YaCTOTY OTKa30B U BBICOKYIO Ha/I€KHOCTb.



