
To prevent injury to personnel working on tower platforms 

while the service lift is in use, the following safety measures 

should be present on each platform: 

1. Guardrails must be designed to meet the applicable 

requirements from the standards EN ISO 14122-2 (Safety of 

Machinery: Permanent Means of Access to Machinery; Part 

2: Working Platforms and Walk Ways) and EN ISO 14122-3 

(Safety of Machinery: Permanent Means of Access to 

Machinery; Part 3: Stairs, Step Ladders and Guardrails). 

2. Adequate lighting must be provided on the landing areas at 

different platform levels where it is possible to exit the 

Service Lift. 

Для того, щоб запобігти травмуванню персону, який 

працює на платформах шахти під час використання 

службового ліфту, на кожній платформі необхідно 

забезпечити такі заходи: 

1. Запобіжні поручні мають бути зроблені таким 

чином, щоб задовольняти вимоги стандартів EN ISO 

14122-2 (Безпека механічного обладнання: Постійні 

засоби доступу до механічного обладнання; Частина 2: 

Працюючі платформи та пандуси) і EN ISO 14122-3 

(Безпека механічного обладнання: Постійні засоби 

доступу до механічного обладнання; Частина 3: Сходи, 

Розсувні сходи та Поручні) 

2. Необхідно забезпечити належне освітлення на 

ділянках для виходу на різних рівнях платформ там, де є 

можливість вийти зі службового ліфту. 

 

 


